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Lighting lamps are used in enclosures to allow servicing or maintenance works.
Sometimes working in the enclosure which is placed in a poorly lit area is difficult due
to insufficient external lighting. In addition, the already limited visibility is worsened by
the shadow of the fitter or service technician. Under such conditions, the correct
identification of terminal numbers, descriptions, and correct wiring is very difficult,
sometimes impossible.

TYPES

LED 025 – LED lamp, with magnet or screw mounting, the power output allows up to 10 lights to be
connected to each other (daisy chain) with both the input and output plugs snap-locking into place,
compact and energy efficient
SL 025 – fluorescent lamp 11W, magnet or screw mounting, with or without outlet, also with DC voltage
KL 025 – fluorescent lamp 11W, magnet or TH rail mounting, with or without outlet

GALERIA PRODUKTU WRAZ Z PRZYKŁADOWYMI REALIZACJAMI
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Description

Slimline Lamp SL 025, AC 230 V, 11 W, without socket
Slimline Lamp SL 025, AC 230 V, 11 W, without socket
Slimline Lamp SL 025, AC 230V, 11W, without socket (with magnet fixing)
Slimline Lamp SL 025, AC 230 V, 11 W, with F/PL/CZ/SK standard socket (with magnet fixing)
Slimline Lamp SL 025 with movement sensor, AC 230 V, 11 W, without socket
Slimline Lamp SL 025 with movement sensor, AC 230 V, 11 W, with F/PL/CZ/SK standard socket
Slimline Lamp SL 025 with movement sensor, AC 230 V, 11 W, without socket (with magnet fixing)
Slimline Lamp SL 025 with movement sensor, AC 230 V, 11 W, with F/PL/CZ/SK standard socket (with magnet fixing)
LED Lamp 025, AC 100–240 V, with magnet fixing
LED Lamp 025, AC 100–240 V, with screw fixing
LED Lamp 025, DC 24–48 V, with magnet fixing
Lampa seria LED 025 , DC 24-48V, mocowanie śrubowe
LED Lamp 025 with movement sensor, AC 100–240 V, with magnet fixing
LED Lamp 025 with movement sensor, AC 100–240 V, with screw fixing
LED Lamp 025 with movement sensor, DC 24–48 V, with magnet fixing
LED Lamp 025 with movement sensor, DC 24–48 V, with screw fixing
Female connector for connecting AC power for the above
Male connector for transferring AC power in a cascade connection for the above LED lamps 025
Ecoline LED Lamp 025, AC 100–240 V, with magnet fixing and on/off light switch
Ecoline LED Lamp 025, AC 100–240 V, with screw fixing and on/off light switch
Ecoline LED Lamp 025, AC 100–240 V, with clip fixing and on/off light switch
Ecoline LED Lamp 025 with movement sensor, AC 100–240 V / 90–110 V DC, with magnet fixing
LED 025 Ecoline*; 100-240V AC / 90-110V DC – lampa z mocowaniem śrubowym i czujnikiem ruchu
Ecoline LED Lamp 025 with movement sensor, AC 100–240 V / 90–110 V DC, with screw fixing
Ecoline LED Lamp 025, AC 100–240 V, with magnet fixing, without on/off light switch
Ecoline LED Lamp 025, AC 100–240 V, with screw fixing, without and on/off light switch
Ecoline LED Lamp 025, AC 100–240 V, with clip fixing, without and on/off light switch
Compact lamp KL 025, AC 230 V, 11 W, without socket
Compact lamp KL 025, AC 230 V, 11 W, with F/PL/CZ/SK standard socket
Lamp cover for compact lamp KL 025
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